
Physical and Ch

Waterwatch Melbourne Physical and Chemical Analysis

Monitoring site details
Site code: ETN 900

Site description: Tanti Creek Mornington Estuary Site 1

Name of monitoring group
Persons monitoring: Martin Lenard 

Date and time of monitoring:

Please record your data below:

Parameter

Air Temperature

Water Temperature

Turbidity

pH

Conductivity

Dissolved Oxygen

Robb

10. IS

Reading

245 z

080

NTU

Unit

p S / cm

mg / L

Phosphate o. 03
mg / L

(if using I-arnotte groart2 X o•31b
Colorimeter mulbpiv by 0.326
to calculate mg/L)

Ammonium

Nitrate

Observations and Notes:

What has changed Skince last time you monitored?

What stands out about the site today?
off C-eez.L—

Other observations:

mg / L

mg / L

bcæ 

Comments

0/0 Saturation

GQLL. C)ha_

boo-L
( bqSe-5.

Victorja
1

Melbourne
Water





Waterway Infornnation

Rate of flow:
Fast

C) Permanent
If 'Other', please specify:

Type of now:
Rising

If •Other'* please specify:

Waterway Appearance:

Oily YDiscoloured
If 'Other', please specify:

Waterway depth:
Waterway width: 1-8

W ather:
Sunny

Hail

If •Other'. please specify:

Last rainfall:
Raining now Last 24hrs

Li er / Pollutants:
Cans Paper

[MFood Packets •Plastic
Waxed Cardboard a Bottles

If 'Other', ple.se specify*

Vactot12

Norma' base now Slow

Temporary

cm (O to 300öcm)

m (O to 100m)

Overcast

Last 3 days 

C) Other

Scutpmy

Stained brown

Showcts

Other

Last days Note than o week ago

Bothinq
MPolystyrene

Petroiit)lesel (ma)

2

Car bodies

Melbourne
Water


